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Powercoat One Single Pack epoxy 
 
DESCRIPTION 
POWERCOAT® One is a easy to use single component water based light duty styrene acrylate epoxy. Powercoat 
One provides the performance of a two component epoxy in an economical coating that is tough, chemical resistant and 
long lasting. The presence of moisture will cause other epoxys and urethane 
coatings to lose adhesion and fail. Powercoat breathable technology allows 
moisture vapour to pass through rather than becoming trapped, preventing 
blistering and peeling. Independent tests verify that Powercoat has 3.30 
perms rating, truly an epoxy that breathes. 
BENEFITS 
.  Available in clear and 19 standard and custom colours 
.  Single component epoxy 
.  Low odour 
.  Stain, gasoline, salt and hot tire resistant 
.  Unlimited pot life, when properly sealed 
.  Vexcon’s breathable technology 
.  No component mixing 
.  No induction waiting time 
.  Interior and exterior applications 
.  Use on new and existing concrete 
.  Better adhesion and durability than standard cure and seal coatings 
.  Meets strictest VOC regulations 
.  No primer required for existing concrete 
RECOMMENDED APPLICATIONS 
Recommended for residential and commercial applications: 
.  Basements 
.  Garages 
.  Recreational areas 
.  Kitchens 
.  Commercial showrooms 
.  Restaurants 
.  Lobbies and walkways 
.  Locker rooms 
.  Educational and healthcare Facilities 
.  Gas Stations 
.  Driveways and patios 
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“Don’t say Epoxy- say Powercoat” ® 
HEAVY DUTY • CHEMICAL RESISTANT • DURA-
BLE • LOW ODOR  
VOC Content (Clear) 192 grams/litre  
VOC Content (Pigmented) 150 grams/litre 
DESCRIPTION  
POWERCOAT EPOXY HD WATER BASE is our top of 
the line two component clear and coloured heavy duty epoxy coat-
ing. The product provides a tough and extremely durable coating 
with excellent adhesion and flexibility, as well as maximum impact, 
abrasion, and chemical resistance. Independent lab testing has 
shown that the product affords hardness and abrasion resistance 
comparable to typical 16-50 mil systems.  
Features Powercoat Breathable Technology for long-term preven-
tion of blistering and peeling. The Powercoat system is designed to 
eliminate the failures of adhesion associated with epoxy and poly-
urethane coatings due to moisture in concrete. Powercoat breathable 
technology allows moisture vapour to pass through rather than be-
coming trapped, preventing blistering and peeling. Independent tests 
verify that Powercoat has 3.30 perms rating, truly an epoxy that 
breathes.  
Powercoat Epoxy provides a coating barrier against physical abra-
sion, corrosion and commonly encountered acid and alkali chemi-
cals. It also resists solvents such as gasoline, brake fluid, solvents, 
salts and some alcohols. The system is ideal for use in commercial, 
food handling, industrial, or transportation services and many other 
applications.  
BENEFITS  
• Extremely durable  
• Best chemical resistance including common acids, alkalis, solvents 
and salts  
• Maximum hardness and adhesion  
• Attractive, uniform appearance for industrial and  
commercial environments.  
• Available in clear gloss and semi-gloss/matte, 19 standard and 
custom colours. See Vexcon Colour Systems Chart  
• Vexcon’s breathable technology  
• Cures with minimum shrinkage or loss in film thickness  
• Waterproof  
• Apply to fresh concrete for fast track project completion  
APPLICATION  
• The coating is supplied in two parts, A and B, which are mixed 
together just prior to use.  
• Separately mix with a power mixer the individual contents of each 
until uniform in consistency. When this is done, mix part B into part 
A.  
• The product is supplied at the proper consistency for application 
and dilution will reduce efficiency.  
• Same lot numbers should be used throughout the project. If lot 
numbers differ box-mix prior to use. If two different lots are used, 
apply a final thin coat to the entire area.  
• Apply by industrial paint sprayer, lambs wool applicator or roller. If apply-
ing by roller for best results use Vexcon’s EvenFlow Applicator or ¼ “nap 
mohair solvent roller.  
• Use a roller pan to take off excess product. Do not dip and roll or pour and 
spread  

• If using a roller do not overwork the material. Coat in one lapping direction 
only, overworked material can affect the film properties.  
• The mixed material has a pot life of approximately 4 to 6 hours.  
• Two coats are required, second coat can be applied after the first coat has 
thoroughly dried. The dry time is dependent on temperature, air flow, film 
thickness and concrete conditions not a specific number of hours. Do not 
put on a second coat if the first coat is not dry.  
• Clean application equipment daily with Certi-Vex Equipment Cleaner, then 
flush with water.  
• For a unique and custom floor use Certi-Vex Deco Chips.  
SPECIAL NOTES  
• Powercoat Epoxy has splash and immersion resistance to many chemicals 
and can be used in areas where splashed materials will be removed in reason-
able times, usually 4-24 hours. For immersion test information, see other side. 
Do not use in constant immersion applications without consulting with Vex-
con Chemicals first if chemical is not on list.  
• Do not apply below 15° C or above 29° C  
• Do not induct.  
• Do not apply more than one coat without proper surface preparation includ-
ing surface abrasion after full cure.  
• Do not use spiked shoes during application.  
• A second coat can be applied after 6 hours and within 48 hours without 
abrading the surface.  
• Maintenance clean regularly with Tough Green  
• For use by experienced applicators.  
• Store at room temperature  
• A semi-gloss/matte finish will develop in 7 days  
• If properly stored in its original sealed container, one year. Rotate stock.  

PHYSICAL PROPERTIES  
• Dry-tack free Less than 6 hours  
• Curing time - Foot traffic 24 hours  
• Curing time - Vehicle traffic One week  
• Solids 61% by volume, 72% by weight 
COVERAGE RATES/ESTIMATING  
Apply Powercoat Epoxy HD Water Base at (4-8 m2/L) depending 
on desired film thickness and porosity of  
concrete. Calculated dry film thickness is based on one coat.  
Surface Coverage Rate Final Film Thickness  
 
DRY TIME  
• The relative humidity, surface and air temperature will affect dry times.  
• High humidity will extend dry times and require positive air flow for ade-
quate drying. This is accomplished with the use of fans, open windows or 
doors to properly circulate the air.  
• Low temperatures will also extend dry times.  
• NOTE: Surface temperatures can vary from ambient. Do not apply if surface 
temperatures are below 60°F or above 85°F.  
• Material must be within specified temperature ranges before application.  
• Do not apply second coat until the first coat is dry. You can test for dryness 
by pressing tape hard onto the surface. Leave for 5 minutes then remove. If 
tape is clean the surface is dry.  

POWERCOAT® EPOXY HD WATER BASE 
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W ARNI NG & DISCLAIMER: 
Results may vary. Multi-Clean chemicals are to be used only by 
appropriately trained personnel. IMPROPER USE POSES RISK OF 
PHYSICAL INJURY OR PROPERTY DAMAGE. See appropriate Multi-
Clean Method Bulletin for further warnings and information for your 
application. The suitability of and proper application of this product is 
the responsibility of the applier. The manufacturer disclaims all 
warranties, express and implied, including any warranties of 
MERCHANTABILITY AND FITNESS OF PURPOSE. The 
manufacturer’s liability is limited to replacement of or reimbursement for 
any product proved defective. No person has authority to waive these 
disclaimers or make any representations or warranties on behalf of the 
manufacturer, except in writing signed by the manufacturer. 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 

Premier 
High Performance Floor Finish 

PREMIER is based upon the most advanced 
thermoplastic polymer technology that combines gloss 
with wear properties that go beyond conventional 
finishes. PREMIER offers the highest durability in a 
floor finish with exceptional resistance to scuffing and 
black heel marking. 

The brilliant, crystal clear gloss provided by PREMIER 
is enhanced with optical brighteners. The optical 
brighteners absorb non-visible light and re-emit it as 
visible light, enhancing the brilliance of the finish. 
Multiple coats of PREMIER can be applied quickly to 
achieve maximum gloss. 

 

PREMIER is a low maintenance finish that is normally 
not high speed burnished. It is ideal for accounts that 
maintain floors with simple daily cleaning and periodic 
recoating. The durability of PREMIER allows the finish 
to retain gloss longer than other finishes with minimal 
maintenance. PREMIER can also be spray buffed with 
a low speed machine using RSB. 

Compare the durable performance of PREMIER side 
by side with other finishes and you will see the  
difference: 
• Less scuffing/marking 
• Holds shine longer 
• Requires less recoating 
· Does not yellow 
PREMIER exceeds slip resistance 
standards when tested according to 
ASTM D-2047 (James Machine) 

Specifications for Premier 
Appearance ....................... Milky white liquid 
Finish Type ......................... Extended wear 
Non-Volatile (solids) .......... 20.0 
pH....................................... 8.5 - 9.0 
Density ............................... 1.03-1.04 kg/L 
Slip Resistance .................. Exceeds .5 static 
coefficient of friction 
Coverage ........................... 49-74 m2/L 
Soil Resistance .................. Excellent 
Drying Time ........................ 35 - 45 minutes 
Colour of Dry Film ................ Water clear 
Application Temperature ... 10°C (minimum) 
Storage Temperature ......... 4°C minimum, 38°C 
maximum 
Storage Stability ................. 1 year under normal 
conditions 
Freeze-Thaw Stability ....... Passes three cycles 

FOR INDOOR USE ONLY. 

Maximum Durability 

Brilliant Gloss 

Easy to Maintain 

The PREMIER Challenge 

Packaging 
18.9 litres, 904015 
3.78 litres, 904013 

www.polishedconcrete.net.au 
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WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals are to be used only by 
appropriately trained personnel. IMPROPER USE POSES RISK OF PHYSICAL INJURY OR 
PROPERTY DAMAGE. See appropriate Multi-Clean Method Bulletin for further warnings and 
information for your application. The suitability of and proper application of this product is the 
responsibility of the applier. The manufacturer disclaims all warranties, express and implied, 
including any warranties of MERCHANTABILITY AND FITNESS OF PURPOSE.  
The manufacturer’s liability is limited to replacement of or reimbursement for any product 
proved defective. No person has authority to waive these disclaimers or make any 

representations or warranties on behalf of the manufacturer, except in writing signed by the 
manufacturer. 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 

LD-1000 
Floor Sealer Suitable for Concrete and 
Terrazzo Floors 

CONSTANT SHIELD LD-1000 is a water-based polymer 
coating designed to seal and protect concrete floors in 
moderate wear areas. It is specially suited for light industrial and commercial areas. 
The  coating provides an easy to maintain, tough glossy finish that protects and 
beautifies concrete floors. Authorized by USDA for use in federally inspected meat 
and poultry plants. 
 
BENEFITS: 
• Easy to apply, no pre-mixing or measuring of components prior to use 
• Safer than solvent based products, non-flammable 
• No acid etching of concrete required prior to application 
• Excellent adhesion to concrete 
• Fast drying, recoat in 1 hour 
• Excellent resistance to water and most chemicals 
• Coating can be retouched in high wear areas or completely recoated to maintain 

appearance 
• Eliminates concrete dusting 

Packaging 
18.9 litres, 904965 
3.78 litres, 904963 

www.polishedconcrete.net.au 

SPECIFICATIONS FOR LD-1000 CLEAR 

Appearance  Milky white liquid 

pH  8 - 9 

Flashpoint None 

Specific Gravity  1.02 

Viscosity (Brookfield) #3, 100 rpm  18 - 25 cps (20°C)  

% Solids (by weight)  21 ± .5 

Slip Resistance  Passes ASTM-D2047, average coefficient of 
friction, 0.5 minimum 

Removability  Ultra Stripper (1:2) with machine scrubbing 

Coverage First coat up to 22 m2/L additional coats 22-30 
m2/L 

Dry Time (tack free, 20°C, 60% R.H.)  30 - 45 minutes 

Application Temperature  10°C (minimum) 
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Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 

STAINLESS 
A revolutionary seal that provides unique 3-way protection to floors and 
significantly reduces labour costs associated with strip-finish cycles. 

3-Way Protection 
StainLess provides greater protection to floors than 
conventional seals. 
1. StainLess resists stains that easily penetrate and 
discolour floors, often permanently. 
2. StainLess is not removed during stripping, providing a 
protective barrier between the floor and aggressive 
stripping pads. 
3. StainLess protects flooring from strong stripping 

Strip-Finish Labour Cost Savings 
Because StainLess remains intact during stripping, 
resealing floors after every strip cycle is not necessary; 
application of finish can begin 
immediately after rinsing. This means fewer coats are 
needed for a great appearance, saving labour and 
material. Faster gloss build is achieved with StainLess 
making the final results always look better. 
Stripping of floors also becomes an easier task because 
only finish topcoats are stripped, the floor retains its 
protective seal. 

Versatile Usage 
StainLess is 100% acrylic and makes a great base for any 
Multi-Clean finish. It goes down smooth and easy, and 
fills porous flooring with maximum efficiency. Use 
everywhere a quality seal is required. 

SPECIFICATIONS FOR STAINLESS 
Appearance ............................... Milky, white emulsion 
pH............................................. 7.3 - 8.3 
Flashpoint ................................. None 
Non-Volatile (solids content) ..... 16.5 - 17.5 
Removability ............................. Ultra Stripper 
Coverage .................................. 25-60 m2/l  
Slip Resistance ........................... Exceeds 0.5 minimum average static 
coefficient of friction (James Machine) 
Drying Time .............................. 45 - 60 minutes 
Minimum Application Temp ...... 12°C 
Storage Temperature ................. 8°C minimum, 38°C maximum 
Freeze - Thaw Stability .............. Passes 3 cycles 

Betadine penetrates 
conventional seals, leaving an 
embedded stain (arrow) that is 
nearly impossible to remove. 

Common Staining 
Agents on Resilient 
floors 
Asphalt/Coal Tar 
Rust 
Rubber-backed 
Matting 
Dyes 
Mustard 
Catsup 
Coffee 
Chocolate 
Grape Juice 
Betadine 
Quaternary 
Disinfectants 

Packaging 
 18.9 litre 
 3.78 litre 

www.polishedconcrete.net.au 

WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals 
are to be used only by appropriately trained personnel. IMPROPER 
USE POSES RISK OF PHYSICAL INJURY OR PROPERTY DAMAGE. 
See appropriate Multi-Clean Method Bulletin for further warnings and 
information for your application. The suitability of and proper application 
of this product is the responsibility of the applier. The manufacturer 
disclaims all warranties, express and implied, including any warranties 
of MERCHANTABILITY AND FITNESS OF PURPOSE. The 
manufacturer’s liability is limited to replacement of or reimbursement for 
any product proved defective. No person has authority to waive these 
disclaimers or make any representations or warranties on behalf of the 
manufacturer, except in writing signed by the manufacturer. 
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WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals are 
to be used only by appropriately trained personnel. IMPROPER USE 
POSES RISK OF PHYSICAL INJURY OR PROPERTY DAMAGE. See 
appropriate Multi-Clean Method Bulletin for further warnings and informa-
tion for your application. The suitability of and proper application of this 
product is the responsibility of the applier. The manufacturer disclaims all 
warranties, express and implied, including any warranties of MERCHANT-
ABILITY AND FITNESS OF PURPOSE. The manufacturer’s liability is 
limited to replacement of or reimbursement for any product proved defec-
tive. No person has authority to waive these disclaimers or make any 
representations or warranties on behalf of the manufacturer, except in 
writing signed by the manufacturer. 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 

www.polishedconcrete.net.au 
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 Multi-Clean STONESHIELD is formulated to bond to marble and other natural stone 
floors to provide effective protection against wear, water, soiling and deterioration.  
STONESHIELD is a durable, high gloss seal/finish that provides a crystal clear, slip 
resistant coating which enhances the appearance of natural stone. The water clear non-
yellow, protective coating will not detract from the natural beauty and colour of natural stone 
floors. 
 The STONESHIELD method of application and maintenance is simple. Anyone 
familiar with standard resilient floor care can use STONESHIELD to achieve beautiful 
natural stone floors. Costly and labour intensive grinding with specialized equipment and/or 
the use of strong acids for recrystallising worn marble is effectively eliminated. The 
STONESHIELD method will allow marble and other natural stone floors to always be 
maintained at consistently high levels of appearance 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: E-mail: info@ibssales.com.au 

StoneShield 
Protection for Marble and 
Natural Stone Floors 

The natural beauty of marble flooring can be effectively maintained 
and preserved with the StoneShield™ Marble Floor Care Program. 

• Durable protection    • Simplicity 
• Easy to maintain    • Natural beauty 
• Cost effective     • Burnish responsive 

STONESHIELD is a special 
maintainable coating for 
marble floors that is designed 
for use with high speed 
equipment. It exceeds slip 
resistance standards when 
tested in accordance with 
ASTM D2047. 

SPECIFICATIONS FOR STONESHIELD  

Appearance Milky, white emulsion 
pH 9.0 - 9.3 
Specific Gravity 1.03 - 1.04 
Non-Volatile (solids content) 21.0 - 22.0 
Slip Resistance Exceeds 0.5 minimum average static 

coefficient of friction (James Machine) 
Coverage 30 - 50 square m/ litre 
Drying Time 45 - 50 minutes (under normal conditions) 
MinimumApplication Temp 12°C 
Storage Temperature 4°C minimum, 38°C maximum 
Storage Stability 1 year under normal conditions 
Freeze - Thaw Stability Passes 3 cycles 

WARNING & DISCLAIMER: Results may vary. Multi-Clean 
chemicals are to be used only by appropriately trained personnel. 
IMPROPER USE POSES RISK OF PHYSICAL INJURY OR 
PROPERTY DAMAGE. See appropriate Multi-Clean Method 
Bulletin for further warnings and information for your application. 
The suitability of and proper application of this product is the 
responsibility of the applier. The manufacturer disclaims all 
warranties, express and implied, including any warranties of  
MERCHANTABILITY AND FITNESS OF PURPOSE. The 
manufacturer’s liability is limited to replacement of or 
reimbursement for any product proved defective. No person has 
authority to waive these disclaimers or make any representations 
or warranties on behalf of the manufacturer, except in writing 
signed by the manufacturer. 

Packaging 
18.9l, #904955 
14.5 l, # 904953 

www.polishedconcrete.net.au 
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Constant Shield® 

HD-3000 Clear 
Heavy-Duty, Waterborne Epoxy Concrete Floor Coating 

A Waterborne for the Future 
Solvent carried products are becoming a thing of the 
past as increased VOC regulations, concern for the 
environment and heightened awareness of safety 
issues has customers looking for alternatives. 
CONSTANT SHIELD HD-3000 is a water-borne two-
part epoxy that offers the durability and chemical 
resistance of solvent-based coatings without the 
problems associated with solvents. 
The Constant Shield Advantage 
CONSTANT SHEILD HD-3000 is an industrial 
concrete floor coating designed for performance with 
the user in mind. 
• The product is easy to apply and requires minimal 
training on floor preparation procedures. 
• Virtually no odours and non-flammable 
• Durable performance on high traffic industrial floors. 
• Pre-measured Parts A & B for easy mistake-proof 
blending of components. 
•Superior adhesion to even damp concrete floors. 
• Easy water clean-up 
· Highly chemical resistant 
· Attractive, high gloss 
A Quality Appearance 
A floor coated with HD-3000 brightens a facility and 
greatly enhances lighting efficiency. A more hygienic 
atmosphere is created that can be maintained with 
greater ease than unprotected concrete to keep a 
facility looking good. The impact of floors coated with 
HD- 3000 is a superior quality image 
and a floor that is much easier to 

Performance, Simplicity and Safety 
HD-3000 offers the performance customers demand 
of a concrete floor coating, enhances appearance, is 
simple to use and is safe for the user and the 
environment. The simplicity, low odour and non-
flammability allows the use of the product without 
complete shutdown of facilities. 

Specifications for HD-3000 Clear 
Abrasion Resistance: 
Tabor Abrasion ................. 25 mg loss 
(CS-17 wheel, 1000 gram load) 
Dry Time .......................... 12-16 hours (before recoat) 
Slip Resistance .................. Exceeds 0.5 minimum static 
of friction (James Machine) 
% Solids A & B ................. 31 ± .5% 
Viscosity ........................... 1000 - 3000 cps (Brookfield) 
Coverage ......................... 10-12 m2/l 
VOC (minus water) .......... Less than 150 grams/litre coefficient 
Application Temp ............. 12°C minimum 
Pot Life ............................. 3 hours (at 70°F) 
Induction Time ................. 30 minutes 
Chemical Resistance: 
Caustic Soda (50%) ......... Resistant 
Mop-On Stripper .............. Resistant 
Isopropyl Alcohol ............. Resistant 
Mineral Spirits .................. Resistant 
Butyl (2-butoxy ethanol) .. Resistant 
10% Hydrochloric Acid .... Resistant 

WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals are to be 
used only by appropriately trained personnel. IMPROPER USE POSES RISK 
OF PHYSICAL INJURY OR PROPERTY DAMAGE. See appropriate Multi-Clean 
Method Bulletin for further warnings and information for your application. The 
suitability of and proper application of this product is the responsibility of the 
applier. The manufacturer disclaims all warranties, express and implied, includ-
ing any warranties of MERCHANTABILITY AND FITNESS OF PURPOSE. The 
manufacturer’s liability is limited to replacement of or reimbursement for any 
product proved defective. No person has authority to waive these disclaimers or 
make any representations or warranties on behalf of the manufacturer, except in 
writing signed by the manufacturer. 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: E-mail: info@ibssales.com.au 

www.polishedconcrete.net.au 

120 Bellarine Highway, 
Newcomb VIC 3219 
Phone: (03) 5248 2660  
Facsimile: (03) 5248 2705  
Email:  sales@rapidcleangeelong.com.au  



Constant Shield® 

HD-3000 Gray 
HEAVY-DUTY Waterborne EPOXY Concrete Floor Coating 

CONSTANT SHIELD HD-3000 is a water-borne two-part epoxy that offers the durability 
and chemical resistance of solvent-based coatings without the problems associated with 
solvents. 
The Constant Shield Advantage 
· Virtually no odours and non-flammable. 
· Durable performance on high traffic industrial floors. 
· Pre-measured Parts A & B for easy mistake-proof  
   blending of components. 
· Superior adhesion to even damp concrete floors. 
· Easy water clean-up 
· Highly chemical resistant 
· Attractive, high gloss 
A Quality Appearance 
A floor coated with HD-3000 brightens a facility and greatly enhances lighting efficiency. A 
more hygienic atmosphere is created that can be maintained with greater ease than unpro-
tected concrete to keep a facility looking good. 
Performance, Simplicity and Safety 
HD-3000 offers the performance customers demand of a concrete floor coating, enhances 
appearance, is simple to use and is safe for the user and the environment. The simplicity, 
low odour and non-flammability allows the use of the product without complete shutdown of 
facilities. 

Specifications for HD-3000 Gray 
Abrasion Resistance: 
Tabor abrasion .................................. 25 mg loss 
(CS-17 wheel, 1000 gram load) 
Dry Time ............................................ 12 - 16 hours (before recoat) 
Slip Resistance ................................. Exceeds 0.5 minimum static 
COF (James Machine) 
% Solids A & B .................................. 45 ± .5% 
Viscosity ............................................ 1000 - 3000 cps (Brookfield) 
Coverage ........................................... 9-11 m2/L 
VOC (minus water) ............................ less than 150 grams/litre 
Application Temp ............................... 15°C minimum 
Pot Life .............................................. 3 hours (at 21°C) 
Induction Time ................................... 15-30 minutes 
Chemical Resistance: 
Caustic soda (50%) ........................... Resistant 
Mop-On Stripper ................................ Resistant 

WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals are to be 
used only by appropriately trained personnel. IMPROPER USE POSES RISK OF 
PHYSICAL INJURY OR PROPERTY DAMAGE. See appropriate Multi-Clean 
Method Bulletin for further warnings and information for your application. The 
suitability of and proper application of this product is the responsibility of the 
applier. The manufacturer disclaims all warranties, express and implied, including 
any warranties of MERCHANTABILITY AND FITNESS OF PURPOSE. The 
manufacturer’s liability is limited to replacement of or reimbursement for any 
product proved defective. No person has authority to waive these disclaimers or 
make any representations or warranties on behalf of the manufacturer, except in 
writing signed by the manufacturer. 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 

www.polishedconcrete.net.au 

120 Bellarine Highway, 
Newcomb VIC 3219 
Phone: (03) 5248 2660  
Facsimile: (03) 5248 2705  
Email:  sales@rapidcleangeelong.com.au  
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Decorative HD-3000 
For an enhanced appearance on Concrete floors 
Designed to add a “terrazzo” look to your concrete,  
Decorative HD-3000 is a proven water-borne two-part  
epoxy that offers comparable durability and chemical  
resistance to solvent-based coatings. Multi-coloured  
decorative chips are scattered into the wet coating to  
create an attractive, decorative appearance. 
Decorative HD-3000 is a specially packaged kit containing 
the base colour HD-3000 (either light gray or light tan) with 
multicoloured decorative chips that are immediately  
broadcast into the coat after application. Detailed  
instructions are included with each kit. Each do-it-yourself 
kit of Decorative HD-3000 covers approximately 56 sq. 
meters. A floor coated with Decorative HD-3000 brightens 
a facility and greatly enhances lighting efficiency. 
Great for use in: Restrooms * Garages * Kitchens  
* Laboratories * Utility Rooms * Lobbies * Basements * 
Employee Break Rooms * Display Areas * Butcher Shops 
* Delis 

Typical Properties  
Abrasion Resistance: 
Tabor abrasion .................... 25 mg loss 
(CS-17 wheel, 1000 gram load) 
Dry Time .............................. 12 - 16 hours (before recoat) 
Slip Resistance ................... Exceeds 0.5 minimum static 
of friction (James Machine) 
% Solids A & B .................... 45 ± .5% 
Coverage ............................. 9-11 m2/L 
VOC (minus water) .............. less than 150 grams/litre 
Application Floor Temp ........ 15°Cminimum 
Pot Life (maximum) ............. 3 hours at 21°C 
Induction Time ..................... 15 minutes 
Chemical Resistance: 
Caustic Soda (50%) ............ Resistant 
Isopropyl Alcohol ................. Resistant 
Mineral Spirits ...................... Resistant 
Butyl (2-butoxy ethanol) ....... Resistant 
10% Hydrochloric Acid ........ Resistant 

FOR INDOOR USE ONLY 

Packaging 
Decorative Light Gray 
5.3 litre, #909153 
Decorative Light Tan 
5.3 litre, #909163 

WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals are to be 
used only by appropriately trained personnel. IMPROPER USE POSES RISK OF 
PHYSICAL INJURY OR PROPERTY DAMAGE. See appropriate Multi-Clean 
Method Bulletin for further warnings and information for your application. The 
suitability of and proper application of this product is the responsibility of the 
applier. The manufacturer disclaims all warranties, express and implied, including 
any warranties of MERCHANTABILITY AND FITNESS OF PURPOSE. The 
manufacturer’s liability is limited to replacement of or reimbursement for any 
product proved defective. No person has authority to waive these disclaimers or 
make any representations or warranties on behalf of the manufacturer, except in 
writing signed by the manufacturer. 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 

www.polishedconcrete.net.au 

120 Bellarine Highway, 
Newcomb VIC 3219 
Phone: (03) 5248 2660  
Facsimile: (03) 5248 2705  
Email:  sales@rapidcleangeelong.com.au  



Tough-Grip 
* Durable 
* Non- Slip as tested by the Roads 
 and Traffic Authority of NSW and 
 the CSIRO 
* Internal or External 
* Low V.O.C 
* Abrasion Resistant 
* Heat and Chemical Resistant 
* Can be used on polished concrete, 
 toppings, self levelling 
 compounds,  natural stone, 
 manufactured stone,  ceramic 
 tiles, terrazzo and vinyl 
* Pre-measured kits for ease of use. 
* Non-Yellowing 

PROPERTY RESULTS 
Wet Slip Resistance Test (Roads 
& Traffic Authority NSW) 

BPN 46 
AS/NZS 4663-
2004 

Solids 46% typical 

Specific Gravity 1.062 Kg/litre 

VOC (Volatile Organic Compounds) <230g/I 

Pot Life 2—4 hours 
Recoat Time 6 — 24 hours 

Set to Touch 2 hours 

Print Free Time 12 hours 

Gloss (60° Specular) 78 

Pencil Hardness 5H 

Direct Impact Resistance >1.85 Kg-m 

Indirect Impact Resistance >1.85 Kg-m 

Abrasion Resistance 
(CS-17 Disk, 1000 grams, 
1000 cycles) 

10 mgs loss 

Coverage 10m2/l. 

Container Size Kit form 3.78 l when 
mixed 

Flame propagation Horizontal 
Burning Test. 

94HB 
classification 

Wet Oil Ramp Test Rating R11 

CHEMICAL RESISTANCE 

10% Hydrochloric Acid No Effect 24 hours 

25% Nitric Acid 
  

no effect 
10 minute spot test 

10% Sulfuric Acid No Effect 

10% Ammonia  no effect 
20 minute spot test 

Saturated Sugar Solution No Effect 24 hours 

Saturated Salt Solution No Effect 24 hours 

Methanol No Effect 24 hours 

Mineral Spirits No Effect 24 hours 

Gasoline No Effect 24 hours 

Xylene No Effect 24 hours 

Motor Oil No Effect 24 hours 

Clorox No Effect 24 hours 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 
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Shower Grip 
Submersible 

Shower Grip is a waterborne, 
high-performance sealer that 
holds its clarity for extended 
time and exposure conditions. 

¨ Anti-microbial 
¨ Non-Slip and Durable 
¨ Internal or External 
¨ Low V.O.C 
¨ Heat and Chemical Resistant 
¨ Can be used on natural stone, polished 
¨ concrete, toppings, self-levelling 
¨ compounds, manufactured stone, 
¨ ceramic tiles, terrazzo and vinyl 
¨ Pre-measured kits for 

ease of use 
¨ Non-Yellowing 
¨ UV Resistant 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: E-mail: info@ibssales.com.au 

120 Bellarine Highway, 
Newcomb VIC 3219 
Phone: (03) 5248 2660  
Facsimile: (03) 5248 2705  
Email:  sales@rapidcleangeelong.com.au  



Step-Grip 
* Durable 
* Non- Slip as tested by the Roads 
 and Traffic Authority of NSW and 
 the CSIRO 
* Internal or External 
* Low V.O.C 
* Abrasion Resistant 
* Heat and Chemical Resistant 
* Can be used on polished concrete, 
 toppings, self levelling 
 compounds,  natural stone, 
 manufactured stone,  ceramic 
 tiles, terrazzo and vinyl 
* Pre-measured kits for ease of use. 
* Non-Yellowing 
¨ UV Resistant  

PROPERTY RESULTS 
Wet Slip Resistance Test (Roads 
& Traffic Authority NSW) 

BPN 46 
AS/NZS 4663-
2004 

Solids 46% typical 

Specific Gravity 1.062 Kg/litre 

VOC (Volatile Organic Compounds) <230g/I 

Pot Life 2—4 hours 
Recoat Time 6 — 24 hours 

Set to Touch 2 hours 

Print Free Time 12 hours 

Gloss (60° Specular) 78 

Pencil Hardness 5H 

Direct Impact Resistance >1.85 Kg-m 

Indirect Impact Resistance >1.85 Kg-m 

Abrasion Resistance 
(CS-17 Disk, 1000 grams, 
1000 cycles) 

10 mgs loss 

Coverage 10m2/l. 

Flame propagation Horizontal 
Burning Test. 

94HB 
classification 

Wet Oil Ramp Test Rating R11 

CHEMICAL RESISTANCE 
10% Hydrochloric Acid No Effect 24 hours 

25% Nitric Acid 
  

no effect 
10 minute spot test 

10% Sulfuric Acid No Effect 

10% Ammonia  no effect 
20 minute spot test 

Saturated Sugar Solution No Effect 24 hours 

Saturated Salt Solution No Effect 24 hours 

Methanol No Effect 24 hours 

Mineral Spirits No Effect 24 hours 

Gasoline No Effect 24 hours 

Xylene No Effect 24 hours 

Motor Oil No Effect 24 hours 

Clorox No Effect 24 hours 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 
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Ultra-Stripper 
Floor Finish Remover 

Strips the Toughest Coatings 
Ultra-Stripper is an advanced low odour and moderate 
pH stripper designed to remove conventional coatings 
from VCT floors and is also recommended for 
removing UVi-Finish. 

Reduce Floor Care Costs 

Ultra-Stripper is 45% Active. This means that this 
stripper will be very effective at low dilution levels 
which translates into cost savings. 
Effective Stripping = Lower Labour Costs 
Low Dilutions = Lower Chemical Costs 

Safe to Use, User Friendly 

Ultra-Stripper is safer to use than other conventional 
strippers. It is non-corrosive, non-butyl and has a 
moderate pH of 10-11 (similar to an all purpose 
cleaner). 
Ultra-Stripper has a great fresh fragrance with low 
odours which makes it pleasant to work with. Ideal 
for use in Hospitals, Nursing Homes, Child Care 
Centres etc. 
Ultra-Stripper does not contain: “Butyl”(2-Butoxy 
Ethanol), ammonia, phosphates, or caustics. 

Versatile Performance 

Stripping: Ultra-Stripper is very effective at 
removing multiple coats of conventional acrylic floor 
finishes from VCT, terrazzo or concrete floors. Ultra 
Stripper will also strip semi-permanent floor finishes, 
including Multi-Clean’s Stainless Floor Seal and 
Constant Shield LD-1000 when used at a 1:2 
dilution. 
Cleans Grouted Tile: Ultra-Stripper also works great 
for deep cleaning grouted tile floors. Use at a 1:8 
dilution. 
Graffiti Remover: Ultra-Stripper can be used to 
remove graffiti from a variety of surfaces. Always 
test in an inconspicuous spot to determine any 
incompatibilities. 

Packaging 
4.5 l  903983 
18.9l  903985 

WARNING : Not for use on linoleum, asphalt tile or 
rubber tile floors. Wear water repellent/slip resistant 
footwear. Wear rubber gloves to prevent skin contact 
when using by hand. 

WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals are to be 
used only by appropriately trained personnel. IMPROPER USE POSES RISK OF 
PHYSICAL INJURY OR PROPERTY DAMAGE. See appropriate Multi-Clean 
Method Bulletin for further warnings and information for your application. The suit-
ability of and proper application of this product is the responsibility of the applier. 
The manufacturer disclaims all warranties, express and implied, including any 
warranties of MERCHANTABILITY AND FITNESS OF PURPOSE. The manufac-
turer’s liability is limited to replacement of or reimbursement for any product proved 
defective. No person has authority to waive these disclaimers or make any repre-
sentations or warranties on behalf of the manufacturer, except in 
writing signed by the manufacturer. 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 

Environmentally 
Responsible 

Typical Properties for Ultra-Stripper 
Appearance ........... Clear, Amber Liquid 
Odour .......................Fresh Fragrance 
% Active ..................45% 
Dilution Rates 
1:2   For multiple coats of UVi Finish or 
heavy build-up of conventional finish. 
1:4   For 1-2 coats of UVi Finish or moderate 
build-up of conventional floor finish. 
1:8   For light build-up or grouted tile 
cleaning. 
pH (Conc.) .............10-11 
DOT Shipping ........Compound, Cleaning Liquid, 
N.O.I. 
Storage Stability ..... 1 year under normal conditions. 

www.polishedconcrete.net.au 

120 Bellarine Highway, 
Newcomb VIC 3219 
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WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals are to be used only by appropriately trained personnel. IMPROPER USE POSES RISK OF 
PHYSICAL INJURY OR PROPERTY DAMAGE. See appropriate Multi-Clean Method Bulletin for further warnings and information for your application. The suitability of 
and proper application of this product is the responsibility of the applier. The manufacturer disclaims all warranties, express and implied, including any warranties of 
MERCHANTABILITY AND FITNESS OF PURPOSE. The manufacturer’s liability is limited to replacement of or reimbursement for any product proved defective. No 
person has authority to waive these disclaimers or make any representations or warranties on behalf of the manufacturer, except in writing signed by the manufacturer. 

• Neutral pH. Safe to Use, Safe for the Environment 
• Heavy Duty Cleaning and Degreasing 
• Highly Concentrated, Economical 
• Non-Splash Formula 
• Contains no Butyl (2 - Butoxyethanol) or Phosphates or Petroleum Distillates 

TOUGH GREEN is a powerful detergent cleaner formulated to provide powerful degreasing and still 
be safe for the user and the environment. Tough Green can be used for all types of cleaning and 
degreasing. The unique blend of biodegradable surfactants and environmentally safe solvents 
penetrates the dirt, grease and grime and holds them in suspension until removed with a wet pick-up 
vacuum, mop, squeegee or automatic scrubber. 
TOUGH GREEN can be applied with an automatic scrubber, mop, pressure sprayer, 
sponge, brush. Use on concrete floors, ceramic tiles, walls, ceilings, painted 
surfaces, stainless steel, aluminium, chrome, car and trucks, aircraft, furniture or 
sealed wood, machinery. Great for use in kitchens, restrooms, warehouses, machine 
shops, hotels, schools or anywhere else dirt, grease and grime are found. 
TOUGH GREEN meets or exceeds the toughest environmental performance 
standards for Institutional and Industrial Cleaners set by our industry. 
• Not toxic to humans • No Carcinogens or Reproductive Toxins 
• Meets VOC Requirements • Not Corrosive to Skin and Eyes 
• Not a Skin Sensitizer • Low Toxicity to Aquatic Life 
• Biodegradable • Non Combustible 
• Contains no phosphorus 

TYPICAL PROPERTIES FOR TOUGH GREEN CLEANER DEGREASE R 
Appearance   Slightly hazy green liquid with a citrus/floral scent 
pH.   7 -8 (Neutral) 
Specific Gravity  1.0 
Flashpoint   None 
Use Dilution  Light Duty: 1-64 
   Moderate Duty: 1-32 
   Heavy Duty Degreasing: 1-16 
Foamability   Low - Moderate 
Hardwater Tolerance  Excellent 
Detergency   Excellent 
Biodegradable   Yes 
Phosphate-Free  Yes 
VOC    Less than 1% VOC when diluted according to directions. 
Storage Stability  Excellent, 1 year under normal conditions. 
Freeze-Thaw Stability  Will freeze - usable after thawing with no change in performance. Agitate after thawing. 
Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 

TOUGH GREEN 
Concentrated Enviro- Cleaner & Degreaser 

120 Bellarine Highway, 
Newcomb VIC 3219 
Phone: (03) 5248 2660  
Facsimile: (03) 5248 2705  
Email:  sales@rapidcleangeelong.com.au  



IF-12 Neutral Cleaner 
IF-12 is a concentrated heavy duty cleaner, which cleans hard surfaces 

in an economical manner.  It can be used to clean the slurry caused by 
cleaning and grinding of Polished Concrete & Terrazzo surfaces as well as 
most applications that require a clean, residue free surface for subsequent 
treatments.  It can be used indoors or outdoors for pressure washing and in 
automatic scrubbing machines. 

 
Instructions for Use 

For normal use dilute 5% with clean water. For heavy duty soiling and 
concrete slurry dilute 20% with clean water. IF-12 can be used as a “Poultice” 
undiluted on a clean white cotton cloth and leaving the cloth on the stained 
area overnight.  Always rinse twice with clean water to ensure all suspended 
particles are removed from the surface. 

Material safety data 
Product code: IF12 
U.N:  Number of greatest ingredient: NA 
Dangerous Goods Class: None Allocated 
Secondary risk: None Allocated 
Hazchem Code: None allocated 
Poisons schedule: None allocated 
Physical description /Properties:  Viscous Liquid Slightly Scented 
Appearance: Amber-Honey Liquid 
Boiling Point: 121 C 
Vapour Pressure:  N/A 
Flash Point:  N/A 
Specific Gravity: 1.05 (water=1) 
Lower Exposure Limit: N/A 
Upper explosion limit: N/A 
Solubility in water: Misc. G/L (25C)  

Australian Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 
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WARNING & DISCLAIMER: Results may vary. Multi-Clean chemicals are to be used 
only by appropriately trained personnel. IMPROPER USE POSES RISK OF PHYSICAL 
INJURY OR PROPERTY DAMAGE. See appropriate Multi-Clean Method Bulletin for 
further warnings and information for your application. The suitability of and proper 
application of this product is the responsibility of the applier. The manufacturer dis-
claims all warranties, express and implied, including any warranties of MERCHANT-
ABILITY AND FITNESS OF PURPOSE. The manufacturer’s liability is limited to re-
placement of or reimbursement for any product proved defective. No person has 
authority to waive these disclaimers or make any representations or warranties on 
behalf of the manufacturer, except in writing signed by the manufacturer. 

Australian Importers & Distributors 
International Building Supply 
PO Box 6132 Alexandria 2015 NSW 
Phone: 02 8338 0000 * Fax: 02 8338 1023 
E-mail: info@ibssales.com.au 

High Gloss Restorer/Spray Burnish 

• Versatility      • Easy to Use        • Labour Saver 

A multiple use finish restorer formulated for high and ultra high 
speed floor care systems. R.S.B. can be used with all Multi-Clean 
floor finishes. 
R.S.B. can be used as a mop-on restorer, as a high speed spray 
burnishing compound, or as a cleaner 
restorer through an automatic scrubber. 
Quick and easy to apply, R.S.B. restores the 
“wet look” on floors while providing 
excellent scuff, scratch and black heel mark 

resistance. 
An Ultra High Speed Maintenance Program utilizing PRIME SHINE 
and R.S.B. will greatly prolong the periods between costly stripping 
operations thus reducing your overall labour costs. 

SPECIFICATIONS FOR R.S.B. 
Appearance ............................................ Light blue emulsion 
pH ........................................................... 9.2 - 9.3 
Flashpoint ...............................................None 
Specific Gravity ....................................... 1.021 - 1.025 
Non-Volatile (solids content) .................. 17 - 18% by wt. 
Hardness ................................................Soft 
Slip Resistance .......................................Passes ASTM D2047, average static 
coefficient of friction 0.5 minimum 
Dilution: Spray burnish ........................... 1:8 (125 mL/L) 
Mop on ...................................... 1:3 (350 mL/L) 
Repairability ............................................ Excellent 
Spray Burnishing .................................... Excellent 
Levelling Ability ........................................ Excellent 
Drying Time ............................................. Approx. 20 minutes 
Minimum Application Temperature .........10°C 
Storage Temperature ..............................4°C minimum, 38°C max. 
Storage Stability ...................................... Excellent, 1 year under 

Packaging 
18.9 litres, #904925 
3.78 litres, #904923 

www.polishedconcrete.net.au 
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Maintenance Program Selector 
For interior hard surfaces 

Routine 
Maintenance 
Commercial 

Customer Expectations 
Occasional 

Maintenance 
Domestic 

Daily 
Program 

Weekly 
Program 

No set pattern 
As required 

Heavy 
Traffic 

Medium 
Traffic 

Light 
Traffic 

Auto scrub daily using 
1 Part Tough Green neutral 
cleaner and degreaser to 20 
Parts water. 
Spray buff using RSB restorer 
at 70% to restore the shine 
Patch strip and reseal worn or 
scratched areas. 
Strip and reseal completely 
every 6 months 

Dust sweep daily. Auto scrub 
weekly using 1 Part Tough 
Green neutral cleaner and 
degreaser to 20 Parts water. 
Spray buff using RSB restorer 
at 70% to restore the shine. 
Strip and reseal completely 
every 12 -24 months 
 

Dust sweep daily. 
Auto scrub or mop using 
1 Part Tough Green neutral 
cleaner and degreaser to 20 
Parts water. 
Spray buff using RSB restorer 
at 70% to address scuff marks. 
Strip and reseal after 2 -3 years 

Sealer Hardness Chart 
Soft Hard 

Splendor Prime Shine 
Ultra 

LD-1000 Stainless Premier Catalysed 
Acrylic 
EZ-2000 
 

2 part Epoxy 
HD-3000 

120 Bellarine Highway, 
Newcomb VIC 3219 
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Sealer Selection Chart 
For interior hard surfaces 

Level of 
Shine 

Customer Expectations 
3 Coats Stainless 
3 Coats LD-1000 
No Buffing 

Low Sheen 
Wax Look 

Polished 
Concrete 

Food Area 

Food Area 

Non Food Area 

Non Food Area 

4 Coats LD-1000 
No Buffing 

L1 

L2 

Natural 
Stone 

2 Coats Stone Shield 
2 Coats Stainless 
2 Coats LD-1000 
No Buffing 

2 Coats Stone Shield 
4 Coats LD-1000 
No Buffing 

L3 

High Shine 

Polished 
Concrete 

Natural 
Stone 

Vinyl 

L4 

3 Coats LD-1000 
Buff each with Champagne pad 
3 Coats Stainless 
Buff each with White pad 
3 Coats Premier 
Buff first 2 with Blue pad 
Do not buff final coat H1a 

2 Coats of Stone Shield 
Buff each with Champagne Pad 
3 Coats Stainless 
Buff each with White pad 
3 Coats Premier 
Buff first 2 with Blue pad 
Do not buff final coat 

H2 

2 Coats Stainless 
2 Coats Premier 

V1 

2 Coats LD-1000 
2 Coats EZ-2000 

H1b 
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